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ESTone.tex System for theming of stone, rocks, bricks, woods, etc...

 Special hybrid protector for mineral bases, based on a balanced and complex 
aqueous nano emulsion of water repellent, oil repellent and polyurethane. 
Breathable preservation and colorless penetrating and slightly supercial 
protection. Recommended in pavements. 

MATERIAL CLASS EST-7 NanoTane is a concentrated colorless, environmentally friendly micro-nano 
emulsion with water, which combines an oily and hydrophobic micro-nano emulsion 
with polyurethane, deep-acting, and supercial, with alkalinity resistance. 

PROPERTIES New generation aqueous Nano-emulsion (Low Voc), for the preservation and 
protection colorless, oleofugante and hydrofugante, especially of absorbent mineral 
bases, mainly in pavements. It is stable to weather changes and rejects dirt. 
Creates a thin consolidating surface layer, while a good part of the protection 
penetrates the pores of the base, and provides long-term protection against 
pollution dissolved in water, against frost, and against dirt. The transpiration of the 
base is hardly altered with the application of EST-7 NanoTane given its balanced 
transpiration value SD = 0.10 m. It is colorless satin nish. 

In contrast to the application of some varnishes, once applied and dried, FK-7 
NanoTane does not alter the ammability qualities of the mineral bases on which it 

is applied, nor does it spread the ame.

FIELDS OF USE Means of protection against degradation and against fouling in mineral bases, 
especially in pavements such as micro-cements, cementitious bases. 

IMPORTANT NOTE: FK-7 NanoTane protected oors are recommended to clean 
with water and / or neutral soaps, since concentrated aggressive cleaning agents 
can affect their durability. The hydrophobic and oleophobic effect can offer varied 
time resistances in the case of horizontal surfaces, where the force of gravity is 
inevitable in a product that barely creates a layer, however a horizontal surface 
protected with FK-7 NanoTane will always have a very high resistance to fouling 
and degradation, compared to an untreated surface, and will be much easier to 
maintain and repair, being properly preserved for much longer. 

ACTIVE SUBSTANCE Micro nano solvent free dispersion emulsion based on nanosilanes, siloxanes and 
innovative modied C6 uorinated compounds, free of PFOA and PFOS modied 
with polyurethane. Particle sizes from 7 nanometers. 

DENSITY
3Approximately 1.04 g / cm.

COLOR Off-white, colorless satin on drying. 

MINIMUM CONSUMPTION It oscillates between 150 and 400 ml / m² of solution, depending on the type of 
surface to be treated. 

DISSOLUTION Depending on the type of base, the degree of protection and visual nish desired, it 
is recommended to apply the product from a minimum solution of 1: 1 to 1: 3. 

APPLICATION With roller, ideal in 3 hands. Each application hand should be applied when the 
previous one is dry to the touch. Apply a rst coat in 1: 3 solution in water (1 part of 
product + 3 parts of water). After drying apply a second hand 1: 2 in water. After 
drying apply one last coat 1: 1 in water. After application, clean the utensils 
immediately with water. 

DRY TIME Touch between 4 and 24 hours after applied. The ambient temperature will 
determine the actual drying time. Do not subject the surface to high stress until 48-
72 hours have passed since application. The repellent properties will not offer their 
full effect, until at least 7 days have passed since their correct application. 

APPLICATION Tª From 5º C, both on the surface to be treated and at ambiental temperature.
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STORAGE Up to 18 months in closed original container, in a cool place with a temperature 
not less than 5 ° C or greater than 25 ° C. Protect the product from heat, avoid 
direct exposure of the containers to the sun. 

PACKING 1, 5 and 10 liter plastic containers

DISTINCTIVE For correct handling, request the safety data sheet.

In general, the cleaning and preparation of the base must be taken into account, for 
which we have suitable products. Shake the material well before using. In special 
cases, contact our technical advice service. 

Comercialized by: ESTECHA REPRODUCCIONES S.L.
Made by:

production failures. This information is not exempt for the buyer and / or applicator and / or end user to determine if our 
offer, technical recommendation or the quality and characteristics of our products, meet your needs. Fakolith reserves the 
right to update the properties and specications of the products in order to improve our recommendations and adapt to 
current regulations. A new edition of this document with a later date cancels the validity of its previous version.  
FAKOLITH CHEMICAL SYSTEMS, S.L.U. It has a product liability policy with international coverage, except the USA and 
Canada, of up to three million euros. 

of paints and special industrial treatments, in accordance with its corporate purpose, and the legal responsibility for the 
application of the products is always beyond our reach. This technical information, as well as the recommendations 
regarding the application and nal use of the product, are always given in good faith, are based on our current knowledge 
and experience, when within the product's useful life, they are correctly handled and applied, in standard situations In 
practice, the possible differences in the actual materials, supports and conditions at the place of application are of such 
diversity, that it cannot be deduced from the information in this document, or from any other written recommendation, or 
from any advice offered, no guarantee in terms of commercialization, or suitability for particular purposes, nor any 
obligation outside any legal relationship that may exist, except for deciencies in the quality of our materials caused by 

 LEGAL NOTE:
 

 
FAKOLITH CHEMICAL SYSTEMS, S.L.U. applies a quality management system, certied by TÜV Rheinland Cert GmbH 
No. 01100071679/02, ISO 9001: 2008. 
FAKOLITH CHEMICAL SYSTEMS, S.L.U. FAKOLITH group company in Spain, is a manufacturer, importer and marketer 
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